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The MRCOOL® Multi-Position Modular Blower is built for 
reliability and designed to deliver dependable comfort. The 
electronically commutated motor (ECM) delivers consistent 
airflow throughout the seasons, allowing you to stay 
comfortable all year long.

• Available in 2, 3, 4, and 5 ton capacities.
• 10-Year Parts Limited Warranty.‡

ELECTRIC FURNACE
MODULAR AIR SYSTEM

MMBV*E

‡Warranty provides for a total of 10 years of limited warranty coverage (Standard 5-year 
limited parts warranty plus an additional 5-year limited extended parts warranty; 15-year 
for heat exchanger where specified). Warranty must be registered online within 60 days 
of installation to qualify for extended coverage. Unregistered equipment defaults to 
5-year coverage.

 MODEL NO.    Unit   MMBV08BE  MMBV12BE MMBV16CE MMBV20DE

Power Supply    V~Hz, Ph  208-230~60, 1 208-230~60, 1 208-230~60, 1 208-230~60, 1 ______________________________________________________________________________________________________________________________________

Blower Motor Type   ECM™ variable ECM™ variable ECM™ variable ECM™ variable_______________________________________________________________________________________________________________

 Rated HP  HP 1/4 1/3 3/4 3/4_______________________________________________________________________________________________________________

 Rated Load  A 1.9 2.6 4.0 4.3______________________________________________________________________________________________________________________________________

Max. Electric Heat available   kW 10 15 15 20______________________________________________________________________________________________________________________________________

Indoor Unit Dimension (WxDxH) inch 17.5 x 21 x 25 17.5 x 21 x 25 21 x 21 x 26 24.5 x 21 x 26_______________________________________________________________________________________________________________

 Gross Weight lbs 78 85 96 104_______________________________________________________________________________________________________________

Max CFM @ 0.5 ESP Up to  W.C. 980 1210 1610 1780______________________________________________________________________________________________________________________________________

*Refer to installation manual for filter sizing and additional CFMs.

SPECIFICATIONS

*Data provided by AHRI


